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arrot Nos. 24 thru 28 2/5/16 7/2/63
Mining District County Section
§S,§§:35,36
Greenlees Greenlee ? q._._ o

Township

3 S.
3 S.

Range
29 E,
30 E.

Meridian

Gila and Salt Hiver

Surveyed under order dated
Mar. 25, 196_3
Aug. 20, 1963

Survey .comﬁenced

lar. 25, 1963 Aug.24,1963

Survey completed

Name of Mineral Sutveyor

Harvey W. Smith

GPO 87301¢




Cil AR

% ' \
= Bebh a7 & b )
-'I‘w.' 'Iahr TR R

'“-" ‘EBTDi A .

ol .:‘ - : - - .g: 'i =
’:,., I olnt : ;,umr wit VAol natyosll
R ERCH T P LV EROL B G hab R g aS ey
2 l*z-"-f i >
s -
i )
- N — — .C‘.:I_.A.____oa‘-.n_;-_ —

-'Jg"r"ri. TOSERS

e il i T

mqma:'h; a_‘~ AR

e s W A sl i

s

1 wﬁ‘rja o gl Ay

@

ooy o on MRS s

S L i I dQv e

gi

. - e— A e e Rt emp— N —

A ,omw




SURVEY NO. 4608 {&1=)

Fage This survey was made with a Swiss Kern theodolite tran-
sit, model DKMI, No. 77769‘21 having horizontal and vertical
circles, 50 mm. in diam. The circles are graduated in de-
grees and twenty-minute increments. An optical micrometes|,
adjustable to the vertical and horizontal circles, permits
the reading of angles direct to 10 seconds accuracy and.
estimating to one-second accuracy. The instrument is
equipped with a colored eye-shade to be attached for maki 23
direct observations on the sun. The instrument was in good
condition at the time of the survey and all adjustments
were in good order.

All azimuths in this record were determined by the
method of horizontal-angles-right referred to the meridian
established by direct observation on the sun. At 10:00 AM
on March 28, 1963 at cor. No.l of the Parrot No.l lode,
latitude 33°07'59" North, longitude 109°17'33,2" West,
turning from a reference pt. about 800 ft. southeast clock-
wise to the sun in a southeast direction.

True reference of bearing pt.
5.35°07125"E,

The lines were measured with a Lufkin "Highway" steel
tape, 300 ft. in length graduated every ft. for 299 ft.
and the remaining ft. graduated to tenths and hundredths.
One additional ft. at the "O" end of the tape is also
graduated in tenths and hundredths. The tape was compared
to a standard and found to be correct. All lines and con-
nections of this survey were run by direct methods.

The magnetic declination observed at each corner of the
survey gave a uniform value of 13° East.

SURVEY NO. 4608

PARROT NO. 1 LODE

At cor. No.l of the Parrot No.l lode, identical with cor.
No.l of the Parrot No.2 lode of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10"ins. in the
ground, with a brass.cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS 4608 P1-1 P2 1 X; from which

. The cor. of secs. 25, 30,31&36,0T, (308, Rs.
29&30 E., G.&S.R.B.&M., bears S.22°L4'10"
E. 39.92 ft. dist.; an iron post 2 ins.
diam., 12 ins. above ground, firmly set,
marked and witnessed as described in the
official record.

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence S.50°05'50"W,

450.0 |Left bank of creek, 20 ft. wide, course S.50°E.
583.10| Unimproved road bears S.35°E. and N.35°W.
1098.10]| Unimproved road bears N.5°W. and S.20°E.
1268.10| Unimproved road bears N.67°W. and S.60°E,
1498.10| Cor. No.2 identical with cor. No.2 of the Parrot No.k lode|,

cor. No.l of the Parrot No.5 lode and cor. No.4 of the
Parrot No.2 lode, all of this survey.

19
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4—678Dh

SURVEY NO. 4608 (2)

Feet | Set a galvanized iron post, 3/k in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. i1S 4608 Pl 2 P2 4 P4 2 P5 1 X;
from which

The cor. of secs. 25,30,31&36, T.3S., Rs.
29%30E., G.&S.R.B.&M., bears N.51°3L'E, -
E., 1486.82 ft. dist.; previously described.

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N.35°24'35"W,

293.06| Lode line; discovery cut bears N.49°49'55"E,, 1323.67 ft.
dist.

553.23| Intersect line 2-3 of the Parrot Number 15 lode of this
survey.

593.06| Cor. No.3 identical with cor. No.l of the Parrot No..
lode of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS 4608 P1 3 P4 1 X; from which

The cor. of secs. 25,30,31&36, T.38., Rs.
29%30E., G.&S.R.B.&M., bears N.73°42'25"
1,571.41 ft. dist.; previously described

TG

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N.49°LO'55"E,
160.0 | Unimproved road bears N.87°W. and S.80°E.
232.33| Intersect line 1-2 of the Parrot Number 15 lode, identica

with line 3-4 of the Parrot No.l3 lode, both of this
survey.

=

685.0 | Unimproved dirt road bears N.55°W. and S.35°E.

910.0 | Unimproved dirt road bears N.30°W. and S.30°E.

950.0 | Right bank of drainage, 20 ft. wide, course S.30°E.

14,98.67| Cor. No.4

Set a g-lvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS 4608 Pl 4 X; from which

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence S.35°24'35"E,

U. 8. GOVIRNMENT PRIKYING OPFICE  16—328520-2 GPO 896619



4—8780

SURVEY NO. 4608 (3)

€irehrs
Feet

600.0

194,08

300.0 |

Intersect .line 2-3 of the Parrot No.l3 lode of .this
SuUrvey. ;

Lode line; discovery cut bears S.49°L9'55"W. 175.0 ft.
dist.

Cor. No.l and the place of beginning.

300.0
581.99
596.99

36495

308.0
1497.0

1187

283.03

PAR"OT NO. 2 LODE

Beginning at cor. No.l of the Parrot No.2 lode,lidentica]
with cor. No.l of the Parrot No.l lode of this surveyj
previously described.

Thence S.35°07'25"E,
Lode line; discovery cut bears S5.50°05'50"W., 58 ft. dist

I
.

Left bank of drainage, 20 ft. wide, course S5.60°E

Cor. No.Z2
This cor. falls in drainage where a monument would
be obliterated.

Thence .S.50°37 4. 5"W,

Pt. for witness cor. bto cor. No.2 identical with cor. Mo,
of the Parrot No.3 lode of this survey.

Set a galvanized iron post, 3/ in¢ .diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS 4608 P2 2WC P3 1 X; from
which

The cor. of secs. 25,30,31%36, T.3S., Rs.,
29&30E., G&S.R.B.&M., bears N.32°14’10"Y.,
5% L% ft. dist.; previously described.

A mound of stones o nstructed and painted
yellow, adjacent to the iron post.

Unimproved road bears north and south.

Cor. No.3 identiéal with cor. lo.2 of the Parrot No.5
lode of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, io ins., in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the.iron post, mkd. MS 4608 P2 3 P5 2 X; from which

A mound of stones constructed and painted
yellow, adjacent to the iron post.

Thence 1.35°071'25"W.

intersect line 4=1 of the Parrot No.3 lode of this sur-
Vey.

Lode line; discovery cut bears N.50°05!'50"E., 1440.10
ft. dist.

U. 8. GOVERNMENT PRINTING OFFICE  16—38520—2 GPO 896619



4—6781

SURVEY NO. 4608 (L)

Feet
583.03

230.0
1,00.0
015.0
1028.10
1498.10

Cor. No.4 identical with cor. No.l of the Parrot No.5
lode, cor. No.2 of the Parrot No..4 lode, and cor. No.Z
of the Parrot No.l lode, all of this survey; previously
described. ,

Thence N.50°05'50"E,

Unimproved road bears N.67°¥#. and S.60°E,

Unimproved road bears N.5°W., and S.20°E.

Unimproved road bears S.35°E. and N.35°W.

Right bank of creek, 20 ft. wide, course S5,50°E.

Cor. No.l and the piace of beginning.

2L.5.0

4,89.8C

BAONE
1069.6Q

1320.0
1500.0

PARROT NO. 3 LODE

Beginning at cor. No.l of the Parrot No.3 lale, identical
with the witness cor. for cor. No.2 of the Parrot No.3
lode of this survey and on line 2-3 of the Parrot No.Z
lode of this survey; previously described.

Thence S.35°071'25"E,

Lode line; discovery pt. bears S.50°42'10"W., 720 ft.
dist. 3

Cor. No.2

Set a galvanized iron post, 3/k in. diam., 1L ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. 'S 4608 P3 2 X; from which

A mound of stones constructed and painted
yellow, adjacent to the iron post.

Thence S.50°L2'10"W.
Unimproved road bears 17.85°E. and S.85°W.

Intersect line A4-1, Sur. No.422.A, Belfast lode, at a pt}
from which cor. No..4 bears N.38°50'W., 15.45 ft. dist

Left bank of drainage; 20 ft. wide, course S.65°E,
Cor. No.3

Set a galvanized iron post, 3/ in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. i.S 4608 P3 3 X; from which

Cor. No.4, Sur. No. 4224A, Belfast lode,
bears N.,48°38'50"E., 430,81 ft. dist.

Cor. No.l, Sur. No. 42244, Governor.No. 2
lode, bears N.27°26'20"E., L47.7L ft.
dist. y

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N.35°071'25"W,

U. 3. GOVERNMENT PRINTING OFFICE  10—28520~-3 GPO 896619
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SURVEY NO. L6608 (

19.1

24L.8

189. 80

12.01

40.10

1225.0
1500.0

Intersect line 1-2, Sur. No.4224A, Governor No.Z2 lode,
in part common with line 3-4, Sur. No. L422LA, Belfast
lode at a pt. from which cor. No.l of the Governor
No.2 lode bears N.51°05'E. L2.46 ft. dist. and cor.
No.4 of the Belfast lode bears N.51°05'E., 42.26 ft.
thence N.51°12'20"E., 386.69 ft. dist.

Lode line; discovery pt. bears N.50°42'10"E,, 780 ft. di
Right bank of drainage, 20 ft. wiae, course S.72°E.

Cor. No. L on line 2-3 of the irarrot No. 5 lode of this

survey.

Set a galvanized iron post, 3/L in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground , with a brass cap, 2 ins. diam., firmly
sicured.to the iron post, mkd. MS 4608 P3 L4 X; from
which

A'mound of stoned constructed and painted
yellow adjacent %0, the iron post.

Thence N.50°42'10"E.
Intersect line 4-1,. Sur. No. 422LA, Governor No.2 lode,
at a pt. from which cor. No.l bears S.38°50'E.,
469.67 ft. dist.

Intersect line 1-2 of the Farrot No.5 lode, common with
line 3-4 of the Parrot No.2 lode, both of this survey

Unimproved'dirt road bears north and south.

Cor. No.l and the place of beginning.

39.83

300.0

593 .06

1030.0
1143. 81

PARROT NO. 4 LODE

Beggining at cor. No.l of the Parrot No.4 lode, identical
with cor. No.3 of the Parrot No.l lode of this survey
previously described.

Thence S.35°2L'35"E,

Intersect line 2-3 of the Parrot Number 15 lode of this
survey. ; _

Lode line; discovery cut bears S.54°17'15"W., 165.0 ft.
dist.

Cor. No.2 identical with cor. No.2 of the Parrot No.l log
cor. llo.4 of the Parrot No.2 lode and cor. No.l of
the Parrot No.5 lode, all of this survey; previously
described.

Thence S.54°01'20"W,
Left bank of drainage, 10 ft. wide, course 5.60°E.
Intersect line .1-2, Sur. No. 42L5A, Gold Standard No.lk

lode at a pt. from which cor. No.l bears N.40f12'35"
W., 36.02 ft. dist.

st

U. 8. GOVERNMENT PRINYING OFFICE 16—285202
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1

SURVEY NO, L608 (

11179.65
1499.65

Ghaing
Feet

66- 45

88.55

190.0
300.0

L95.73

497. 82

500.0

592.0

6)

Left bank of drainase, 20 ft. wide, course, N.82°E,

Cor. No.3 identical with cor. No.,4 of the Parrot No.5
lode of this survey. -

This cor. falls on a loose talus slope where a permanent
monument would be obliterated; from this pt. cor. No.l
Sur. No. 4245A, Gold Standard No. 14 lode, bears N..,L8°
1214 5"8,, 354.97 ft. dist.; cor. l'0.2, Sur. No. L2454,
Gold Standard No.1l8 lode, bears N.6°02'20"W., 105.24
ft. dist.;Cor. No.4, Sur. No. 422L4A, Governor lode,
identical with cor. No.3, Governor No.2 lode of the
same survey, bears S.89°18'15"E,., 820.29 ft. dist. and
cor. No.2, Sur, No.4245A, Gold Standard No.lhi lode,
bears S.76°21'30"E., 601.53 ft. dist.

Thence N.35°24 135",

Pt. for witness cor. for cor. No.3 identical with cor.
No.4 of the Parrot No.5 lode of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam.; firmly secured
to the iron post, mkd.. 1S 4608 P4 31UC P5 L.C X;
from which

A mound of stones constructed and painted
yellow adjacent to the iron pest.

Intersect line 2-3, Sur. No.42L54, Gold Standard No.l1l8
lode, in part common with line 4-1, Sur. No.LZ245A,
Gold Standard No.lhk lode at a pt. from which cor. No.
2 of the Gold Standard No.1l8 lode bears N.51°05'E.,
BUSIZINT Bie* diis b fand. cor. o, 1 ofsthe ‘Gold. Standard: No.
14 lode bears N.51°05'E,, 51.71 ft.; thence N,06L°26!
ZUEIS S O 5% 658 L

Right bank of drainage, 15 ft. wide, course N.85°E.

Lode line; discovery pt. bears N.54°17'15"E., 1334.56
ft. dist.

Intersect line 2~3 of the Parrot Number 10 lode of this
survey.

Intersect line 1-2, Sur. No. 4245A, Gold Standard Ko.l8

~»

lode, at a pt. from which cor. No.2 bears S.42°39'10"4.,

409.36 ft. dist.

Pt. for witness cor. for cor. lo.4-

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS L608 P4 LWC x; from which

A mound of stones constructed and painted
yellow adjacent to the iron post.

Right bank of drainage, 10 ft. wide, course S.L5°E,

U. 8. GOVERNMENT PRINTING OPPICE  16~—28520-3

GPO 896610



" 4—678D

Feet
600.0| Cor. No.l

This cor. falls in drainage and a monument would soon
be obliterated.

Thence H.54°17'15"E.

282.33 Intersect line 3-4 of the Parrot Number 15 lode of this
survey. _ :

317.34 Intersect line 1-2 of the Parrot Number 10 lode of this
survey. : :

355.0| Right bank of drainage, 10 ft. wide, course S.35°E.
1499.54 Cor. No.l and the place of beginning.

PARROT WO. 5 LODE

Beginning at cor. No.l of the Parrot lNo.5 lode identical
with cor. No.2 of the Parrot No.4 lode, cor. ilo.2 of the
Parrot No.l lode and cor. No.4 of the Parrot No.2 lode¢,
all. of this survey; previously described.

Thence S.35°07125"E,
300.0 Lode line; discovery pt. bears S.54°01'20"4., 25.0 ft. dist.

581.14 1Intersect line 4-1 of the ‘arrot No.3 lode of this
survey.

583.03 Cor. No.2 identical with cor. No.3 of the Parrot No.2
T lode of this survey; previously described.

Thence S8.53°221'25"W,

27.9% Intersect line h-l,'Sur. No. L4224A, Governor No.2 lode
at a pt. from which cor. No. 4 bears N.38°50'.,
130.89 ft. dist.

LC.O Cor. No.4 of the Parrot No.3 lode of this survey.
175.0| Left bank of draina®e, 20 ft. wide, course S.68°E.

827.5§ Intersect line 2-3, Sur. No. 422, 4, Governor No.2 lode,
common with line 4-1, Governor lode of the same
survey at a pt. from which cor. No.3 of the Governor
No.2 lode, identical with cor. No.4 of the Governor
lode bears N.38°50'W., 102.83 ft. dist.

1500.0] Cor. No.3

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. ia the
ground, with a brass cap, 2 ins. diam., firmly securef
to the iron post, mkd. MS 4608 P5 3 X; fromiwhich

A mound of stones cnstructed and painted
yellow adjacent to the iron post.

Thence N.35°07'25"W,

U. 8. GOVERNMENT PRIRTING OFPICE  16—38520~3 GPO 896619



4—8781

SURVEY NQ., L4608 (8)

Lhaing

Feet
A

300.0

600.0

300.0
355.80

459.63
1499.65

Intersect line 2-3, Sur. No. 42454,.Gold Standard No.lh
lode, in part common with line 3-4, Sur. Ro. L22LA,
Governor lode at a pt. from which cor. No.2 of the
Gold Standard No.lh lode bears N.51°05'E., 397.75 ft.
dist. and cor. No..4 of the Governor lode bears N.51°
gg'Eé,.397.75 ft.. dist.; thence IN.60°45'50"E,, 270,07

. dist.

Lodg.line; discovery pt. bears 17.54°01'20"E., 147&.65 2%
ist.

Cor. No.4 identical with cor. No.3 of the Parfd£ No.l
lode of this survey; previously déscribed.

‘Thence N.54°01'20"E.
Hight bank of drainage, 20 ft. wide, course N.82“E.
Intersect line 1-2, Sur. No. 4245A, Gold Standard No.li
lode, at a pt. from which cor. No.2 bears S.4L0°12'35"
E., 459.48 ft. dist.

Rignt bank of drainage; 10 ft. wide, course, 5.60°k,

Cortaifowl aﬁd the place of beginning.

300.0

600.0

RE R

At cor. No.l of the Parrot No. 13 lode,

PARROT NO. 13 LODE

Set a galvanized iron po=t, 3/L in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground,. with a brass cap, 2 ins..diam., firmly secureq
to the iron post, mkd. 115 4608 P13 1 L; from which :

The cor. of.secs. 25,30,31%36, T.33., Hs.
29&30E., bears S.29°02'L5"E., 1,032.61
ft. dist.s previously described.

A mound of. stones constructed and painted
yellow adjacent to the iron post.

[FHCnce wSiN7=2050 U5 B2

Lode line; discovery cut bears S.55°41'15"W., 1382.96
ft. dist.

Cor. No.2

Set a galvanized iron post, 3/L4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the h
ground, with a brass cap, 2 ins.. diam., firmly secure
to the iron post, mkd. MS 4608 P13 2 X; from which

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence S.55°L11'15"W,

Intersect line 4-1 of the Parrot No.l lode of this survgy.

U. §. GOVERNMENT PRINTING MICI 10—28520-2 GPO 896619
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SURVEY NO. L4608 ' (

Cimims—
TFeet
770.0

820.0
1075.0

66.72
300.0
600.0

930.0
1482.96

300.0

533.2

Left bank of .drainage, 20 ft. wide, course S. 35°Z.
Unimproved dirt roadl bears S$.38°E. and N.38°W.
Unimproved dirt road bears S.20°E, and N.20°W.

Cor. No.3 identical with cor. No.2 of the Parrot'Number 1
lode of this survey.

Set a galvanized iron post, 3/4 in. diam., 1k ins. long,
in a 15 pound concrete and rock base, 10 ins. .in the
ground, with a brass cavn, 2 ins. diam., firmly secured
tﬁ the iron post, mkd. M5 4608 P13 3 RB15'2 X; .from
which

A mound of stones constructed and painted
yellow, adjacernt to the iron post.
‘Thence N.47°511'55"Y.,
Intersect line 3-4 of the Parrot No.l lode of this survey

Lode line; discavery cut bears N.5541'15"E,, 100 ft. dig

Cor. No.4 identical with cor. No. 1 of the Parrot Number
15 lode and cor. No.2 of the Parrot Kumber 16 lode,
both of this survey.

Set a galvanized iron post, 3/L in. diam., 14 ins. long,
in a 15 pound concrete,rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS 4608 P13 L P15 1 P16 2 £;
from which

The cor.- of secs. 25630,31&36,T.38., Rs.29
&30E., bears S5.87°L7'05"E., 1,727.52 ft
dist.; previously described

A mound of stones constructed and painted
yellow, adjacent to the iron post.

Thence N.55°41'15"H,
Right bank of drainage, 20 ft. wide, course, 5.407E.

Cor. No.l and the place of beginning.

3 Inﬁersect line 344 of the Parrot No.llode of this survey

PARROT NUMBLR 15 LODE

Beéinnihg at cér. Nb.l of the Parrot Number 15 lode, idgn-
tical with cor. No.4 of the Parrot No.l3 lode and cof.

No.2 of the Parrot Number 16 lode, both of this
survey; previously described.

Thetnieel (S.hi7$ 511 558 ES

Lode line; discovery pt. bears S.55°58'45"W., 1082.69
ft. dist.

5

te
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i
SURVEY NO. 4608 (10)
Chains—
Feet
600.0] Cor No.2 identical with cor. No.3 of the Parrot No.l3
lode of this survey; previously described.
Thence 3.56°00'00"W.
2L6.01| Intersect line 2-3 of the Parrot No.l lode, commén with
line 1-2 .of the Parrot No.L lode, -both of this survey,
1390.0 Left bank of drainage; 10' wide, course, S.35°E,
1427.82| Intersect line 1-2 of the Parrot no. 10 lode of this suryey.
14,62.82| Cor. No.3
Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS 4608 P15 3 X; from which
A mound of stones constructed and painted
yellow adjacent to the iron post.
Thence N.47.°51'55™"W,

3.54 Intersect line 4-1 of the Parrot No. 4 lode of this survqgy.

299.43| Lode line; discovery pt. bears N.55°58!' 45"E., 380.0 ft.
diste.

497.35 Intersect line L-1.of the Parrot Number 10 lode, common wWith
line 2-3 of the Parrot Number 11 lode, both of this
survey.

599.43 Cor. No.. identical with cor. No.3 of the Parrot Number
16 lode of this survey. 2

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, witha brass cap, 2 ins. diam., firmly .secured
to the iron post, mkd. MS 4608 P15 4 P16 3 X; from
which

A mound of stones constructed and painted
yellow adjacent to the iron post.
Thence N.55°58',5"E,
65.53 Intersect line 1-2 of the Parrot Number 11 lode of this
survey.
1225.0 Unimproved road bears N.35°W. and S.35°E.
14,62.69| Cor. No.l and the Place of beginning.

PARROT NUMBER 16 LODE

At cor. lio.l of the Parrot Number 16 lode.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly §ecured
to the iron post, mkd. iS 4608 P16 1 X; from which

The cor. of secs. 25, 30 31&30, T.35.,

in
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SURVEY NO. 4608 (11)

Fget Rs. 20 & 30 E., G.&S.R.B.&M., bears S.77°

4L8'I0"E , 2 221 29 ft, dist.; previously
descrlbed.
Cor, No. 6, Syr. No. 947, Merrimac lode,
bears ‘S.16 07120"W. , 7.13 -ft. dist.
A mound of stones constructed and painted
yellow adjacent to the iron post.
Thence S.47°51'55"E,

300.0 | Lode line; discovery cut bears S.55°55120"., 200 ft. dist

600.0 | Cor. No. 2 identical with cor. No. 1 of the Parrot Number
15 lode and cor. No. 4 of -the Parrot No. 13 lode, both
of this survey; previously described.

Thence S.55°581 45",
237.69 Unimproved road bears N.35%. and S.35°E.
1397.1€ Intersect line-1-2 of the Parrot Number 11 lode of this su
1462,.69 Cor. No. ‘3 identical with cor. No. 4 of the Parrot Number
15 lode of this survey; previously described.
Thence N..47°51155"W,

298,41 Tode line; discovery cut bears N.55°55'10"E,, 1262.29 ft.

L47.75 Intersect line 4~1 of the Parrot Number 1l lode common wit
line 2-3 of the Parrot Number 12 lode, both of this sur

498.41 Pt. for witness cor. for cor. No. 4 identical with cor. No
3 of the Parrot Number 22 lode and cor. No. 2 of the
Parrot Number 23 lode, both of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins, long, il
a 15 pound concrete and rock base, 10 ins. in the groun
with a brass cap, 2 ins,., diam,, firmly secured to the i
post, mkd. MS 4608 P16 LWC-P22 3WC P23 '2WC X; from whic

A ‘mound of stones constructed and painted
vellow adjacent to the iron post.

598,11 ‘Cors No. /4 identical with cor. No, 3 of the Parrot Number
22 lode: and cor. No. 2 of Parrot Number 23 lode, both
of this survey.

This cor. falls on a loose talus slope where a permanent
monument would soon be obliterated.

Thence N.55°55'10"E,
75.0 | Unimproved road bears N.55°0, and S.40°E.
101.68 Intersect line 1-2 of the Parrot Number 12 lode of this survey.
185,0 | Unimproved road bears North and 5.3%.
1015.0| Unimproved road bears N.55°W. and S.55°E.
1298.13 Cor. No. 2 of the Parrot Number 22 lode of this survey.
1377.63 Intersect line 5-6, Sur. No, 947, Merrimac lode, at a pt.

4.'S. COVERNMENT PRINYING OPFICE  16—2B520-3
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URVEY NO. 4608 (12)
gEEE from which cor., No, 6 bears N.59°13'E., 79.31 It, dist,
1455.38| Intersect line 6-X, Sur, No. 947, Merrimac lode, at a pt.
from which cor. No. 6 bears S.51°30'E., 4.78 ft. dist.
1462.29| Gor. No. 1 and the place of beginning.
PARROT NUMBER 22 LODE
At cor. No., 1 of the Parrot Number 22 lode,
This pt. falls on an inaccessible sheer bluff where a
permanent monument cannot be placed. From this pt.
The cor. of secs. 25, 26, 35 & 36, T.38., R.29E},
G.&S.R'B.&M.’ bearS S.7Ll- Z'-9'2O"W0’ 2’533.l3
ft. dist., an iron post, 2 ins., diam., 12 ing.
above ground, firmly set, marked and witnesst
ed as described in the official record.
Cor, No, 5, Sur. No. 947, Merrimac lode, bears
S.20-°38150"W,, 812,25 ft, dist.
 Thence S.62°23155"E,
35.33| Pt. for witness cor. for cor. No, 1
Set a galvanized iron post, 3/4 in. diam., 14 ins. long, ip
a 15 pound concrete and rock base, 10 ins, in the grounf,
with a brass cap, 2 ins, diam., firmly secured to the
iron post, mkd., MS 4608 P22 1WC X; from which
A mound of stones constructed and painted
yellow adjacent to the iron post. r ,
140.0 | Left bank of drainage, 20 ft. wide, course, east. -
300.0 | Lode line; discovery pt. bears S.55°55'10"W., 1173.13 ft. flist.
594,67 Intersect line 5-6, Sur. No. 947, Merrimac lode, at a pt.
. from which cor. No. 5 bears S.59°13'W., 946,80 ft. dist|
600.0 | Cor. No. 2 on line A4-1 of the Parrot Number 16 lode of
this survey.
Set a galvaniged jron post, 3/4 in, diam., 1k ins. long, in
a 15 pound concrete and rock base, 10 ins, in the groungd,
with a brass eap, 2 ins, diam,, firmly secured to the
iron post, mkd. MS 4608 P22 2 X; from which
. A mound of stones constructed and painted
yellow adjacent to the iron post.
Thence S.55°55'10™W,
283.13 Unimproved road bears N.55°W. and S.55°E.
1113,.13 Unimproved road bears North and S.3%.
1196.45 Intersect line 1-2 of the Parrot Number 12 lode of this survey.
Unimproved road bears N.55°W. and S.40°E.

1223.13
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SURVEY NO. 4608 (13)

86,28
300.0
300.0
583.20

482,82

1120,0
1290.26

283.20
283,20

496,92
583,20

593.98

1162,48
1170.48

Cor. No. 3 identical with cor. No. 4 of the Parrot Number
16 lode and cor. No. 2 of the Parrot Number 23 lode,
boph of this "survey; previously described, - ;

Thence N.62°23155mi,
Intersect line 4-1 of ‘the Parrot Number 12 lode of this surnvey.
Lode line; discovery pt. bears N.55°55'10"E,, 125 ft. dist.
Unimproved road bears S.70°%. and N,70°E.

Cor. No., 4 identical with cor. No. 1 of the Parrot Number
23 lode of this survey. :

Set a galvanized iron post, 3/4 in. diam., 14 ins. long, in
a 15 pound concrete and rock base, 10 ins. in the ground
with a brass cap, 2 ins. diam., firmly secured to the irjon
post, mkd. MS 4608 P22 4 P23 1 X; from which

-

The cor. of secs. 25,26,35 & 36, T.3S.,R.29E.,
G.&S.R.B.&M., bears N.87°01'25mi,, 1386.31
ft. dist.; previously described.

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N.55°151L5"E,

Intersect line 3«4, Sur. No. 947, Merrimac lode, at a pt.
from which cor. No. L bears S.51930'E., 181.89 ft. dist.

Right bank of drainage, 20 ft. wide, course, east.

Cor. No, 1 and the plk.ce of beginning,

PARROT NUMBER 23 LODE

Beginning at’cor. No. 1 of the Parrot Number 23 lode, ideny-
ical with cor. No., 4 of the Parrot Number 22 lode of
this survey; previously described. 2 ° :

Thence S.62°23155"E,
Lode line; discovery pt. bears S.56°54'30"™0., 450 ft. dist.
Unimproved road bears S.70°W. and N.79°E.
Intersect line A4-1 of the Parrot Number 12 lode of this suxvey.

Cor. No; 2 identical %ith cor., No. 3 of the Parrot Number
22 lode and. cor. Ne. 4 of. the Parrot Number 16 lode,
both of this survey; previously described.

~ Thence S.56°54'30™W.
Intersect line 3-4 of the Parrot Number 12 lode, in part

common with line 1-2 &f the Parrot Number 19 lode,
both of this survey.

Right bank of drainage, 10 ft. wide, course N.30°E.

Cor. No..3

This pt. falls in drainage where a permanent monument
would soon be obliterated
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TEEE.
95.70

300.0

600.0

976.90

976.90
1015.0
1106. 53
1178.79

Set a galvanlzed iron post 3/4 in diam,., 14 ins. long, in

SURVEY NO. 4608 (14)

Thence N.62°23!55m,

Pt. for witness cor, for cdor. No. 3 identical with cor. No,
3 of the Parrot No. 26 lode and cor. No. 2 of the Parrot
No. 24 lode, both of this survey.

Set a galvanized iron post, 3/4 in diam,., 14 ins, long in §
15 pound concrete and rock base, 10 ins, in the ground,
with a brass cap, 2 ins. diam,, firmly secured to the
iron post, mkd., MS. 4608 P23 3wé P26 3 P2h 2 X; from whig

k mound of stones constructed and painted
yellow adjacent to the iron post.

Lode line; discovery pt. bears N.56°5h'30"E., 720. 48 ft.
Intersect line 4~1 of:the Parrot Number 19 lode of this sui

Cor. No. 4 on line 3-4 of the Parrot No. 26 lode, common
with line 1-2 of the Parrot No. 24 lode, both of this
_survey,

a 15 pound concrete and rock-base, 10 ins. in the groun
with a brass cap, 2 ins, diam., flrmly secured to the
iron post, mkd. NS L4608 P23 L X from which

P

A mound of stones constructed and painted
yellow adjacent to the iron post.

. Thence N. 57°37'10"E.

Intersect line 1-2 of the Parrot No., 26 lode, common with

line 4~1 of the-Parrot:No. 28 lode, both of this-survey}

Unimproved-road bears N.60°W. and S.60°E;
Left bank of drainage, 10 ft. wide, course N.30°E.

Intersect line 3-4 of the Parrot No. 28 lode of this survey.

Cor. No. 1 and the place of beginning.

h

dist.,.

"VeY.

PARROT NUMBER 12 LODE
At cor. No. 1 of the Parrot Number 12 lode.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long, in.

a 15 pound concrete and rock base, 10 .ins, in the groun
with a brass cap, 2 ins. djam,, firmly secured to the
iron post, mkd. MS 4608 P12 1 X from which

The cor. of secs. 25,26,35 & 36, T.35.,R.29E,,

G.&S.R.B.&M., bears N.83°13130mi,, 1,941.82
ft. dist,.; previously described.

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence S. L44°13'E,

==
-
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SURVEY NO. 4608 (15)

“hsing
Feet
77.81

113.20

165.0
225.98

91. 8¢

693.14

112478
N RTE

Intersect line 2-3 of the Parrot Number 22 lode,.in part

common with Iine:4-1 of the Parrot Number 16 fode, both

of this survey.

Lode line; discovery cut bears S.55338'10"W., 593,14 ft.
dist.

Unimproved road bears N.5°E. and 5.10°W.

Cor. No.2 identical with cor. No.l of the Parrot Number 11

lode of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the

ground, with a brass cap, 2 ins. diam., firmly secureq

to the iron post, mkd. MS 4608 P12 2 Pll 1 £; from
which

The  cor. of secs. 25 6L BRGNS 25 0 .29
E., G.%S.R.B.&M., bears N.79°23 '15"i.

2125.18 ft. dist.; previously described;

A mound .of stones constructed and painted
yellow adjacent to the iron post.

Thence S.55°38'10"W.

Intersect line 3=l of the Parrot Number 16 lode of this
survey. . : :

Cor. No.3 identical with cor. NMNo.. of the Parrot Number 1}

cor. No.l of the Parrot Humber 18 and .cor. MNa.?2 of the
Parrot. Number 19 lode. all of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secure
to the iron post, mkd. MS 4608 P12 3 P11l 4 P18 1 P19

2 X; from which.

The cor. of secs. 25, 26,35&36, T.35., R.2
E., G.%&S.R.B.&L., bears N.62°42715"W.,
1706.68 ft. dist.; previously described

A mound of stones constructed and .painted
yellow adjacent to iron post.

Thence N.4L°13'W.
Lode line; discovery cut bears N.§5°38'10”E., 100 ft. di

Pt. for witness cor. for cor. No.. on line 1-2 of the
Parrot Number 19 lode of this survey.

Set a.galvanized iron post, 3/4 in. diam., 1L ins. long
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secure
to the iron post, mkd. MS 4608 P12 LWC X; from which

A mound of stones constructed and painted
yellow adjacent to the iron post.

©

=

b

(9]
@
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SURVEY NO. 4608 (

Chains
Fect
162.07

564 .21

645.0
693 .14

225.98

Intersect line 2~3 of the Parrot Number 23 lode of this
survey.

Cor. No.4 on line 1-2 of the parrot 1umber 19 lode of
this survey.

This cor. falls in an inaccessible precipitous area.
Thence N.55°38t10"L%,
Intersect line 1-2 of the Parrot Number 23 lode common
with line 3-4 of the Parrot llumber 22 lode, both of
this survey.

Unimproved road bears N.60°W. and S.60°E.

Cor. No.l and the place of beginning.

270.0

340.2]1

370.0
LA NTS

514,00 O

PARROT NUMBEE 11 LODE

Beginning at cor. No. 1 of the Parrot Number 11 lode,
identical with cor. 2 of the Parrot Number 12 lode
of this survey; previously described.

Thence S.,4L4°32115".0,

Lode line; discovery pt. bears S.53°10'LO"W., 688.,8 ft.
dist.

Pt. for witness cor. for cor. No.2, identical with pt.
for witness cor. for cor. No.l of the Farrot Number 1(
lode of this survey.

Set a galvanized iron post, l/@ in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. d:am., firmly secured
to the iron post, mkd. IS 4608 P11l 2WC P10 1WC X;
from which

=

A mound of stones constructed and painted
yellow adjacent to the iron post.

Left bank of drainage, 10 ft. wide, course, S..48°E,

Intersect line 2-3 of the Parrot Number 16, common with
line 4~1 of .the Parrot Number 15 lode, both of this
survey.

Cor. No.2 identical with cor. No.l of the Parrot.Number
10 lode of this survey.

This cor. falls in . drainage where a permanent monument
would be obliterated. From this pt.,

The cor. of secs. 25, 26m85& 36, T.35., RL29
Ge&S.R.B.&M. bears N. 72 32'10"W,
2586 gas £t dilsti; prev1ouslV‘descL1bed.

L3

Thence S.52?36'W.
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SURVEY NO. 4608 {

17)

GChaing
Feet
58.95

687 .58

277.0
577.0

601.28

693. 14

Intersect line 3-4 of the Parrot Number 15 lode of this
survey.

Cor. No.3 identical with cor. No.4 of the Parrot Number
10 lode, cor. No.l of the Parrot Number 17 lode and
cor. No.2 of the Parrot Number 18 lode, all of this
survey.

Set a galvanized iron post, 3/L in. diam., 14 ins. lone,
in a 15 pound concrete and rock base, 10 ins. . in the
ground, with a brass cap, 2 ins. diam.y firm'y secured
to the iron post, mkd. .. 4608 ¢11 3 P10 4 P17.1 P18
20k fromawhich

The cor. of secs. é5,26,35&36, $2:03:5'5 2 it
29E., G.&S.R.B.&4., bears 1.58°D8'35"W.,
2,262.08 ft. dist.; previously described.

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N.44°32'15"W,.

Lode line and discovery.pt.

Cor. No.4 identical with cor. lo.l of the Parrot Number
18 lode, cor. Wo.2;of the Parrot Number 19 lode and
cor. No.3 of the.Parrot Number 12 lode, all of this
survey; previously described.

' Thence N.55°38'10"E,

Intersect line 3-L of the Parrot Number 16 lode of this
survey. .

Cor. No.l and the place of beginning.

274+ 3(
491.0]
495.61

574.30

PAREOT NUMBLR 10 LODE
Beginning at cor. No.l of the Parrot Number 10 lode
identical with cor. No.2 of the Parrot Number 11 lode
of this survey; previously described. .
Thence S.L5°05'30"E,
Lode line and discovery pt.
Intersect line 4~1 of the Parrot No.4 lode of this survey

Intersect line 2-3 of the Parrot Number 15 lode of this
survey.

Cor. No.?

Set a galvanized iron post, 3/4 in. diam., 1k ins. lone,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS 4608 P10 2 X; from which

U. S. GOVERNMENT PRINTING OFFICE 16—28620-2
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SURVEY NO. 4608 (1

Feet

290.0
331.91

332.17
684 .61

203 .49

300.0

336.97

600.0

628.63

682.0

Cor. No.l, Sur. No.4245A, Gold Standard No.
18 lode, bears 5.80°20'25"W., 395.13 ft.
dist. .

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence S.50°28!'05"W,
Left bank of drainage, 10 ft. wide, course, S5..42°E.

Intersect line 1-2, Sur. No. 42454, Gold Standard No. 18
lode, at a pt. from which cor. No.l bears N.42°39!'10"
Wi R GI0, £r ) dist . :

Intersect lihe 3-4 of the l'arrot No.4 lode of this survej

Cor. No.3 identicél with cor. No.2 of the Parrot Number
17 lode of this survey.

This cor. falls on an inaccessible precipitous area.
From this pt.

Cor. .No.4, Sur. No. 4245A, Gold Standard
No.18 lode, identical with cor. No.2 of
the Greenlee No. 8 lode of the same
survey; bears S.71°45'15"W., 580.64
ft. dist.

Thence N. 45°05130"W.

Intersect line 4-1, Sur. No.4245A, Gold Standard lc.l8
lode, at a pt. from which cor. No.l bears Il.51°%22!
30"E., 361.73 ft. dist.

Lode line; discovery pt. bears N.50°28!'05"8,, 68L4.61 ft.
dist.

Pt. for witness cor. for. cor. No.3 identical with ocor.
No.2 of the Parrot Number 17 lode of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secureq
to the iron post, mkd. MS 4608 P10 3WC P17 2WC X;
from which

A mound of stones constructed and painted
yellow adjacent to the iron post.

Cor. No.4 identical with cor. No.l of the Parrot Number
17 lode, cor. Fo. 2 of the Parrot Number 18 lode and
cor. No.3 of the Parrot Number 11 lode, all of this
survey; previously described.

Thence N.52°36'Ef

Intersect line 3-4 of the Parrot Number 15 lode of this
SUrvey.

Right bank of drainage, 10 ft. wide, course 8,1, 8%E.

=
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SURVEY KO. 4608 (19)

GChains-
Feet

687.58| Cor. No.l and the place of beginning.

PARROT NUIBER 17 LCDE

Beginning at cor. No.l of the Parrot Number 17 lode iden-
tical with cor. No.2 of the Parrot Number 18 lode,cor.
No.3 of the Parrot Number 11 lode and cor. Ho..4 of the
Parrot Number 10 lode, all of this survey; previously
described.

Thence S..45°05!'30"E,

[

263.03| Witness cor. for cor. No.Z2 identical with cor. No.3 of th
Parrot Number 10 lode. of this survey; zreviously
described.

300.0 | lode line; discovery. pt. bears S.44°49'55"W., 1276.L4 ft.
dist.

396.51| Intersect line 4-1, Sur. Neo. 42454, Gold Standard ilo.1l3
lode, at a pt. from which cor. lo.L4, identical with
cor. Ho.Z2 of the Greenlee No.8 lode, of the same sur-
vey, bears $.51°22130"W., 521.38 ft. dist.

cr

600.0 Point for Cor. lNp.2 identical with cor. No.3 of the Parro
Number 10 lode of this survey; previously described.

Thence S.,4L°LYT55MW,
. 120.0 | Left bank of drainage,. 15 ft. wide, course, N.85°L.

51,6.90| Intersect line 3=k, Sur. No.L24L5A, Gold Standard No.l8
lode, common with line 2~3 of the Greenlee No.8 lode
of the same survey, at a pt. from which cor. No.. of
the Gold. Standard Ho.1l8 lode, identical with cor. No.
2 of the Greenlee No.8 lode, bears N.38°50'W., 26k.52
ft- disto o i a ®

14,01.LL| Cor. No.3

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. 1S 4608 P17 3 X; from which

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N.45°05'30"W.

213.05| Intersect line 1-2, Sur. No.k2454, Greenlee No.8 lode,
at. a pt. from which cor. No.2, identical with cor. No.
, of the Gold Standard No.l8 lode of the same survey,
bears. N.41°36'10"E, 88L4.85 ft. dist.

300.0 Lode line; discovery pt. bears I.L44°40'55"E,, 125 ft.
iist.

600.0 | Cor. No., identical with cor. No.3 of the Parrot Number
18 lode of this survey.
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SURVEY NO. 4608 (20)
Chrairs
Feet Set a galvanized iron post, 3/L in. diam., 14 ins. long,

in a 14 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. dlam. firmly secured
to the iron post, mkd. M3 L608 P17 L pig 3 X; from
which

A mound of stones conctructed and painted
yellow adjacent to the iron post.

Tnence W.hL°L9155ME,
1401.44 Cor. No.l and the place of beginning.

PARROT NUMBER 18 LODE

Beginning at cor. No.l of the Parrot Number 18 lode iden<
tical with cor. llo.2 of the Parrot Number 19 lode,
cor. No.3 of the Parrot Number 12 lode and cor. ;o L

. .+ -of the Parrot Number 11 lode, all of this survey;

previously described.

Thence S.LL°321'15"E,

300.0} Lode line; discovery pt. bears 35.45°46120"W,, 90.0 ft.
dist. :

5770 Cor. No.2 identical with cor. Yo.l of the Parrot Number

17 lode, cor. No«3 of the Parrot Number 11 lode and
cor. No.4 of the Parrot Number 10 lode, all of this
survey; previously described.

Thence S.LL°LO'55TW,

1401.44 Cor. No.3 identical with cor. No..4 of the Parrot Number o
17 lode of this survey; previously described.

Thence N..4L°32'15"W.

300.0| Lode line; discovery pt. bears N.45°46'20"E., 1311.38 ft
dist.

600.0 | Cor. No.., identical with cor. No.3 of the Farrot Number
19 lode of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins. lone,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. dlam., firmly secured
to the iron ‘post, mkd. MS 4608 P18 4 P19 3 X; from
which

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N..45°4L6120"E,
lAOl.Bg Cor. No.l and the place:. of beginning.
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437.71
487.0

14,01,.38

59L4.87

729.29

373.80 f'rue pt. for cor. No. 4 of the Parrot Number 12 lode of

this survey. . :
Intersect line 2-3 of the Parrot Number 23 lode of this sunr

Witness cor. for cor. No. 4 of the Parrot-Number 12 lode.

599,78 |cor. No. 2 identical with cor. No., 1 of the Parrot Number

18 lode, cor., No. 3 of the Parrot Number 12 lode and cor
No. 4 of the Parrot-Number-1ll lode, all of this survey;
previously described. £

Thence S.45°46120"W,

Cor. No., 3 identical with cor. No. 4 of the Parrot Number
18 lode of this survey; previously described.

Thence N.44°13'W.
Intersect line 2-3 of the Parrot No. 24 lode of this survey

Cor. No. 4

Set a galvanized iron post, 3/4 in, diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS 4608 P19 4 X; from which

A mound of stones constructed and painted
yvellow adjacent to the iron post.

Thence N.45°34'20"E,

Intersect line 3-4 of the Parrot Number 23 lode, in part
common with line 3-4 of the Parrot No. 26 lode identical
with line 1-2 of the Parrot No. 24 lode, all of this
survey.

22
VEY N (21)
Feet
Shamrs
PARROT NUMBER 19 LODE

At cor. No. 1 of the Parrot Number 19 lode.

Set a galvanized iron post, 3/L in. diam., 14 ins. long,
in:a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass- cap, 2 ins. diam., firmly secured
to the iron post, mkd MS 4608 P19 1 X; from which

The cor. of secs. 25,26,35 & 36, T.3S., R.29E.,,
G.&S.R.B.&M., bears N.72°11t,0mi,, 1153.64
ft. dist.; previously described.
A mound of stones constructed and painted
yellow adjacent to the iron post.
Thence 8.44°131E,
73.47 [Intersect line 2-3 of the Parrot No. 26 lode of this surveyl.
125.0 [Left bank of drainage, 10 ft. wide, course N.20°E,
300.0 [Lode line; discovery pt. bears S.45°34'20™W., 200 ft. dist.

Vey.

294.87 [Lode line; discovery pt. bears N.45°34'20"E., 1201.38 ft.dist.
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F§?i

401,38

15.0
110.0
300.00
1259.84

300.0
600.,0°

SURVEY NO. 4608 (22)

Cor. No. 1 and the place of beginning.

_|Set a galvanized irop post, 3/4 in. diam., 14 ins. long, in

PARROT NO. 28 LODE

At cor. No. 1 of the Parrot No. 28 lode identical with cor.
No. 1 of the Parrot No. 26 lode and on line 2-3 of the
Parrot No. 27 lode, both of this survey.

. @ 15 pound concrete and rock base, 10 ins. in the ground]
,with a brass cap, 2 ins. diam., firmly secured to the
iron post, mkd., MS 4608 P28 1 P26 1 X; from which

-

The cor., of secs. 25,26,35 & 36, T.3S., R.29E,
Ge&S.R.B.&M., bears S,84°31t30mw,, 738,12
.ft. dist.; previously described,

-

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N.30°26!30"E.
Unimproved road bears S.50°E. and N.62%.
Right bank of drainage, 10 ft. wide, course S.629E,
Cor, No. 2 of the Parrot No. 27 lode of this survey..
Cor. No. 2
Set a galvanized iren post 3/4 in. diam,., 14 ins. long, in
a 15 pound concrete and rock base, 10 ins. in the ground|
with a brass cap, 2 ins. diam., firmly secured to the
iron post, mkd. MS 4608 P28 2 X; from which _
No.1l
U. 5. Mineral Monument/bears N.55°18'L0"E.,
832.75 ft. dist,

A mound of stones constructed and paintéd
yellow adjacent to the iron post.

Thence S.62°23%55"E
[ode line; discovery pt. bears S.30°26'30™/., 699.8L ft. dipt.
Cor. No. 3 ' f : ‘

Set a galvanized iron post, 3/4 in. diam,, 14 ins. long, in
a 15 pound concrete and rock base, 10 ins. in the ground

. with a brass cap, 2 ins., diam,, firmly secured to the
iron post, mkd. MS 4608 P28 3 X; from which

A mound of stones constructed and painted
yellow adjacent to the iron post,.

Thence S.30°26'30™W.

. U, 8, GOVERNMENT PRINTING.-OFFICE 16—28520-2
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SURVEY _NO. 4608 =i

Chaing
Feet
1060.0

1147 .46

1240.0
1259. 84

10.0
30.0
59.28

59.28
300.0

300.0
580.0
600.0

Left bank of drainage, 10 ft. wide, course; N.B80°E.

Interscet line 4-1 of the Parrot Number 23 lode of this
SUrveys,

Unimproved road bears N.65°E. and S.65°W,

Cor. No.lL identical with cor. No. 2 of the Parrot No.26
lode of this surve .

Set a galvanized iron post, 3/kvin, diam..© 24 ins. long,
in a 25 pound concrete and rock base 14 ins. in the g
with a brass cap 2 1/2 ins. diam., firmly secured %o
the iron post, mikd. MS 4608 P28 L P26 2 ¥; from which

A mound of stones constructed and painted
yellow adjacent to the iron post.

ThenceN.62°23'55"W,
Unimproved road bears N.065°E. and S.80°W.
Right bank of drainage, 10 ft. wide, course N.30°E.

Intersect line L4=1-0of the Parrot Number 23 lode of this
SUrvey.

Unimproved road bears N.50°W. and S.50°E.

Lode line; discover: o-t. bears 11.30°26'30"E., 560 ft.
dist.

Unimproved road bears 8.65°E. and N.65°W.
Unimproved road bears N.20°W. and S.20°E.

Cor. No.l and ‘the place of beginning.

round

20.0
300.0
300.0
54,0.72
54,0.72
560.0'
550.0

PARROT NO. 26 LODE
Beginning at cor. No.l of the Parrot No.26 lode identica
with cor. No.l of the Parrot No.28 lode and on line
2-3 of the Parrot No.27 lode, both of this survey;
reviously described. :
Thence S.62°23155"E,
Unimproved road bears 1.20°W. and S.20°E.
Lode line and discovery pt.

Unimproved road bears S.65°:. and N.b65°W.

Intersect line 4=1 of Parrot Number 23 lode of this surve:

Unimproved road bears 1'.50°W. and S5 0Rlis
Left bank of drainage, 10 ft. wide, course, N.30°E.

Unimproved road bears 1.65°E. and S.80°W.
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SURVEY NO. 4608 (24)

Ghaine
Feet

600.0

100.0
229.80

84,6.99

2L5.33

298.27

504 .30
598.27

846.89

Cor. No.2 identical with cor. No.l of the Parrot Non.28
lode of this survey; previously described.

Thence $.30°33130"Y,
Right bank of drainage, 10 ft. wide, course, North.

Intersect line 1-2 of the Parrot Number 19 lode of this
survey.

Cor.. No.3 identical with cor. No.2 of the Parrot No.24
lode, identical with the witness cor. for cor. No.3 of
the Parrot Number 23 lode and on line 3-L of the
Parrot Number 23 lode, both of this survey; previously
described.

Thence N.62°231'55"W,

Intersect line 4-1 of the Parrot Number 19 lode of this .
survey.

Lode linej discovery pt. bears N.30°26'30"E., 84,6.89 ft.
dist.

Cor. No.4 of the Parrot Number 23 lode of this survey.

Cor. No.4 identical with cor. No.l of the Parrot No.2.
lode, cor. No.2 of the larrot No.25 lode and cor. No.3
of the Parrot No.27 lode, all of this survey.

Set a galvanized iron post, 3/ in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
the iron post, mkd. S 4608 P26 L P24 1 P25 2 P27 3
X; from which;

The cor. of secs. 25,26,35&36, T.3S., R.29
E., G.&S.R.B.&M., bears N.24°51'30"W.,
727.10 ft. dist.

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N.30°26130"E,

Cor. No.l and the place of beginning.

PARROT NO. 27 LODE
At cor. No.l of the Parrot No. 27 lode.

Set .a galvanized iron post, 3/4 in. diam., 14 ins., long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. S 4608 P27 1 £; from which

The cor. of secs. 25,26,35&%36,T3S., R.29
E., G.&S.R.B.&M., bears S.30°16'4L0"W,,
7L3.45 ft. dist.; previously described.

to
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SURVEY 4608 (2

€tams
Feet

115.0
300.0

600.0

180.0
28500
300.0

1146.89

300.0
600.0

585.0
1.075.0
1146.89

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence S.58°33130"E,
Unimproved road bears Bast and West.

Lode line; discovery pt. bears S.30°26'30"vw., 1146.89 ft.
dist.

Cor. No.2 on line 1-2 of the Parrot No. 28 lode of this

survey.
Set a galvaniged iron post, 3/4 in. dism., 1L ins. long,
in a 15 pound concrete and rock base, 10 ins. in the

ground, with a brass cap,
to the iron post, mkd. I

2 ins. dla.., firmly secured
S L6008 27 2 »; from which

A mound of utones cans tructed and palnted
yellow adjacent to the iron post.

Thence S.30°26130"W,

Left bank of drainage, 10 ft. wide, course, S.62°E.

Unimproved road bears S.50°Z. and N.62°W;

Cor. No.l of the Parrot No.28lude identical with cer. lio,
1 of the Parrot No.26 lode, both of this survey.

Cor. No.3 identical with cor. No.i of the Parrot No.26 |19
cor. No.l of.the Parrot No.24 lode.and.cor. No.2' of
the Parrot No.25 lode, all of this survey; previously
described.

Thence N.58°33 130", .

Lode line and discoveryv pt.

1

Cor. - No.L4 identical with cor. No.l of the Parrot No.25

lode of this survey.

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with 'a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. IS 4,608 P27 L P25 1 X; from
which

The cor. .of secs. 25,26 35&36, T.,33., R,
29E., G.&S.R.B.&M., bears w.30 hh‘B'"
By 03 .45 ft. dist.; previously des=
cribed.,

A mound of -tones constructed an’ pé’nte'
yellow .adjacent to the iron post.

.30°26130"E.
s randicSe3 08,

Thence
Unimproved road bears 11.30°
Unimproved road bears east and west.

or. llo.l and the place of beginning

de,
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SURVEY NO. 4608

Feet

93.97
300.0

352.94

598.27

823.13

L049.80

1325.28

55.34

151.45

PARROT NC. 24 LODE

Beginning at cor. No.l of the Parrot No. 24 lode, identic
with cor. No,2 of the Parrot No.25 lode, cor. No.i3

of the Parrot No.27 lode and cor. No.. of the Parrot
0.26 lode, all of this survey; previously described.

Thence S.62°23155"E,
Cor. No.4 of the Parrot Number 23 lode of this survey.

Lodg line; discovery pt. bears S.34°O§'30"W., 1125:46 ft.
ist.

Intersect line L4-=1 of the
survey.

arrot Number 19 lode of this

Cor. No.2 identical with cor. No.3 of the Parrot No.26
lode, the witness cors for cor. lo.3 of the larrot
Number 23 lode and on line 3-4 of the Farrot Number
23 lode, all of this survey; previously described.

Thence S.34°01'W,

Intersect line 3-4 of the Parrot Number 19 lode of this
survey. !

Intersect line 2-3,° Sur. No.42L5A, Gold Standard HNo.7
lode at a pt. from which cor. No.2 bears N.53°52',0"
WAleo L7, 981 BT Id ists

>

Cor. No.3

Set a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. 1S 4608 P24 3 ¥; from which

Cor. No.2,5ur. No.A4245A, Gold Standafd No. 7
Lode ) bears: N.7°01"55"W., 377,360 fti¢ dis

Cor, No.L, Sur. No.4245A, Gold Standard No.
8 lode, identical with Eor. No.l of the
Gold Standard No.l6 lode of the same
survey, bears N.47°33'10"W., 145.90 ft.
dist.

A mound of stones constructed and painted
yellow adjacent to the iron post.

. Thence N.62°23155"HW,

Intersect line 4-1, Sur. No.4245A, Gold Standard No.8
lode, at a pt. from which cor. No.4 identical with
cor. No. 1 of the Gold Standard No.l6 lode of the samg
survey, bears N.38°50'W., 93.49 ft. dist.

Intersect line 3-4, Sur. No.4RL5A, .Gold Standard No.8
lode, common with line 1-2 of the Gold Standard No.16
lode of the same survey at a pt. from which cor. No.k
of the Gold Standard llo.8 lode, identical with cor.
No.1 of the Gold Standard No.1l6 lode, bears N.43°10!
E., 38.80 ft. dist.

Nl

t.
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SURVEY NO. 14608 (2

)]

Chathy
Feet

300.0
309.08

600.0

227.80

380.0
1325.46

Lode line; discovery pt. bears N.34°Q5'30"LE., 200 ft. di

Intersect line 1-2, Sur. No.L4245A, Gold Standard No.7
lode, at a pt. from which cor. No.2 bears N.L4°33'E.,
321+- 59 ft- diSto

Cor. . No«k identical with cor. No.3 of the Parrot N6.25
lode of this survey.

et a galvanized iron post, 3/4 in. diam., 14 ins. long,
in a 15 poun: concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
tohphﬁ iron post mkd. MS 4608 P24 L P25 3 X; from
whic

Cor. No.k, Sur. No.42L45A, Gold Standard No.
16 lole, bears N,9°25155"E, 291.80 ft.
dist. 3

Cor. No.k, Sur. No.4482, Expectation lo.l5
lode, bears; N.7°52710ME,, 278.46 ft.
dist. :

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence N.34°05'30"&.

Intersect line 4-1, Sur. No.4245A4, Gold otandard No.l6
lode, at a pt. from which cor. No.l, identical with
cor. No.L4 of the Gold Standard No.8 lode of the same
survey, bears $.38°50'E. 472.6L4 ft. dist.

Left bank of drainage, 20 ft. wide, course, W.62°W.

Cor. No.l and .he place of beginning.

lsl-lr

300.0
600.0

925.49

6 TIntersect line 4-1, Sur. No.42L45A, Gold Standard No. 16

PARROT NO. 25 LODE
Beginning at cor. MNo.l of the Parrot No.25 lode, identic
with cor. No.4 of the Parrot No.27 lode of this sur-
vey; previously described.
Thence +&.58 33130108
Lode line; discovery pt. bears S.34°05'30"W., 200 ft. dis

Cor. 1l0.2 identical with cor. No.l of the Parrot No.Z24
lode, cor. No.3 of the Parrot No.27 lode, and cor. No.
I, of the Parrot No.26 lade, all of this survey; pre-
viously described.

Thence S.34°05'30"w.
Right bank of drainage, 20 ft. wide, course, N.62°W,

lode, at a pt. from which cor. No..4 bears N.38°50'W, ,
127.36 ft. dist.

h1l
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SURVEY NO. 4608

(28)

Shaias
Feet

1325.46

1625010

16L4.03

300.0

600.0

220.0
276.08

1325.46

Gor. No.3 identical with cor. No./ of the Parrot No.2L
lode of this survey; previously described.

Thence N.58°33'!'30"W.
Intersect line 4-1, Sur. No. L4482, Ixpectation No.l5 lode

at a pt. from which cor. No.L bears N.42°LO'E,; 260,20
ft. dist.

Intersect line 3-4, Sur. No.42454, Gold Standard No.lb
lode, at a pt. from which cor. No..L bears N.42°52'E,,
276. OO ftc 1iSt.

Lode line; discovery pt. bears N.34°05'30"L., 1125.46 ft.
dist.

Cor. No.4

Set a galvanized iron post, 3/4 in. diam., 1k ins. long,
in a 15 pound concrete and rock base, 10 ins. in the
ground, with a brass cap, 2 ins. diam., firmly secured
to the iron post, mkd. MS 4608 P25 4L X; from which

A mound of stones constructed and painted
yellow adjacent to the iron post.

Thence 1\'1"03)-1»005 'BOV”En
Left bank of drainage, 20 ft. widle, course, 1.80°W.
Intersect line 3-4, . Sur, No.4482, Expeetation No. 15 lode
at a pt. from whith cor: Ho.L bears S.56°05'E., 476.32
ft. dist.

Cor. No.l and the place of beginning.

SURVEY NC. 4608

AREAS Acres
Total®area Parrot No.l: lode 20,14,53 ¢
Area in conflict with
Parrot 1No.l1l3 lode of this survey 3.740::
Parrot No.l5 lode of this survey 0.289 3
Total area Farrot No.2 lode 22N
Total area Parrot No.3- lode- 1638224
irea in conflict with
arrot No.2 lode of this survey 0.031°
Sur. No.4224A, Belfast lode CIsalATS S
Sur. No.42244, Governor No.2 lode 0.294
Parrot No.5 lode of this survey 0.001~
Parrot No.5 lode of this survey exclusive
of its conflict with Sur. No.4224A, >
Governor No.2 lode 0.001
Total area Parrot No.4 lode 0%, By Sy
Area in -conhflict with
Parrot Number 15 lode of -this survey . 0.604 ~

-

~-
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SURVEY NO. 4608

30
(29)

=Cheims
Feet

| Parrot Number 15 lode exclusive of

its conflict with Parrot Number
10 lode, both of this survey.

+ Sur., No,. h245A Gold Standard No. 14 lode

| Sur. No. 4245A, Gold Standard No. 18 lode .
.| Parrot Number lO lode of this survey. :
{ Parrot Number 10 lode of this survey ex-

clusive of its conflict with Sur. No.
L2454, Gold Standard No. 18 lode
Total area Parrot No. .5 lode
Area in conflict with
Sur. No.4224A, Governor lode
Sur,' No. LZZAA, Governor No. 2 lode

| Sur. No. 4245A, Gold Standard No., 14 lode

Total area Parrot No. 13 lode
Total area Parrot Number 15 lode
Area in conflict with

. Parrot Number 10 lode of this survey,
.l Parrot Number 11 lode of this survey

Total area Parrot Number 16 lode
Area in conflict with

.| Sur. No. 947, Merrimac lode

Parrot Number 11 lode of this survey
Parrot Number 12 lode of this survey
Total area Parrot Number 10 lode
Area in conflict with
Sur. No. 4245A, Gold Standard No. 18 lode
Total area Parrot Number 11 lode
Total area Parrot Number 12 lode
Total area Parrot Number 17 lode
Area 'in conflict with
Sur. No. h2@5A Gold Standard No. 18 lode
Sur. No. L2L5A, Greenlee No..8 lode
Total area Parrot Number 18 lode
Total area Parrot Number 19 lode
Total area Parrot.Number 22 lode
Area in conflict with .
Sur, No. 947, Merrimac lode
Parrot Number 12 lode of this survey
Total area Parrot Number 23 lode
Area in conflict with
Parrot Number 12 lode of this survey
Parrot Number 19 lode of this survey
Parrot Number 28 lode of this survey
Total area Parrot No. 26 lode
Area in conflict with
Parrot Number 19 lode of this survey
Parrot No. 23 lode of this survey
Parrot No. 23 lode exclusive of its conflict
with Parrot Number 19 lode, both of this
survey.
Total area Parrot No. 27 lode

3543
19.303

2,860
L.739
18.933
19.217
15,520

9.780
0.202
13.862

0.921
5345
0.076
11,634

2.303
5.472

3.169
15,795
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SURVEY NO. 4608

Feet

(30)

a
Total are/Parrot No. 28 lode
Total area Parrot No. 24 lode
Area in conflict with .
Parrot Number 19 lode of this survey .
Sur, No. L4245A, Gold Standard No. 16 lode
Sur. No. L245A, Gold Standard No. 8 lode
Sur. No. 42454, Gold Standard No. 7 lode
Sur. No. 4245A, Gold Standard No. 7 lode
exclusive of its conflict with Gold
Standard No,. .8 lode
Sur. No. 4245A, Gold Standard No. 7 lode
exclusive of its conflict with the . :
Gold Standard No. 16 lode of the SOn Y
same survey - i ;
Survey No. 4245A, Gold Standard No. 7 lode
exclusive of its conflict with the Gold
Stahdard No. 8 lode and Gold Standard No,.
16 lode, both of the same survey.
Total area Parrot No. 25 lode
Area in conflict with
Sur. No. 42L5A, Gold Standard No., 16 lode
Sur, No. 4482, Expectation No. 15 lode .
Sur. No. 4482, Expectation No. 15 lode ex-
clusive of its conflict with Sur. No.
L245A, Gold Standard No. 16 lode

LOCATION

This survey is located in the SE. 1/4 & SW. 1/L of sec.
25, SE. 1/L of sec. 26, NE. 1/k of sec, 35, NW. 1/L4 & NE.
1/l of sec 36,.T.3S., R.29E. and.the-SW, 1/4 of sec..30

Acres
17.332
18.114

5,637

1.374

0.041
1.885

1.8LL

0.243

1,601
18,238

0.828
2.793

2.78L

and NW. l/l+ of sec. '-31, T'B’S., RCBOE.’ G.&S.R.B.&M.

The survey of the Parrot Nos. 1 through 5, Numbers 10
through 12, No., 13, Numbers 15 through 19, Numbers 22 &
23 and Nos. 24 through 28 lodes is identical with the re-
spective location or amended location as marked on the

ground.,
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Feet

No.1l

No.2

No.3

No.1l

No.2

No«3

No. 1l

No.?2

No.3

No.L4

A cut, the WE. cor. of which bears S.39°W., 915 ft. from

EXPENDITURES

The improvements .and the value of the labor and imorov-
ments made upon or for the benefit of each of the lode

locations embraced in said mining claim by the claimant
or their grantors are as follows:

The diécovery pt. of the Parrot No.3 lode is on the lode
line 720 ft. from a pt..on line 1-2, 245.0 fL. from
cor. No.l.

Value, None.

A cut, the Si. cor. of which bears 5.26°0., 605 ft. dist.
from cor. No.l of the Parrot No.3 lode; 5 ft. wide,
running 11.60°W#., 7ft. to a 12 ft. face.

Value, $125.00

cor. No.l of the Parrot lo.3 lode; 3 ft. wide, running
.~ west, 12 ft. to a7 fe. face.iil’ §

7

. Value, ‘$125.00
The diccovery cut of the Parrot No.2 lode is onfthe lode

line 58 ft. from a pt. on line 1-2, 300 ft. from cor.
No.l; 5 ft. wide running north, 10 ft. to a 10 ft. face¢.

Jalue, $150.00

A pit, the IE. cor. of which bears ST2ERG L 2950 ft Trom
cor. io.h of the Parrot l'o.2 lode; 6i6 ft. i1 size,
.6 ft. deep.

Value,. 150.00

A cut, the .iW. cor. of which bears S.40°E., 220| ft. from
cor. 0.4 of the Parrot No.2 lode; 5 ft. wide, running
1.45°E,, 10 ft. to a 4 ft.-face.

Value,  80.00

The discovery.cut of the Parrot No.l lode is on the lode
line 175 ft. from a pt. on line 4-1, 300 ft. from cor.
No.lLs Lx6 ft. in size, 8 ft.deep.

Value, $150.00

A pit, the NE. cor. of which bears S.35°E., 365 ft. from
cor. No., of the Parrot. No.l,lode; 6x7 ft. in size,
5iftvadeep.

Value, ;125.00

An adit, the portal of which bears S5.72°W., 740 ft. dist.
from cor. il0.1 of ‘the farrot, No.l lode; Lx5 ft. in
size, running S5.50°W, 50+ft.

Valur, 31,000.00 '

An adit, the portal of which bears S.72°W., 800. ft. dist.
from cor. No.l of the Parrot No.l lode; 4x5 ft. in
size, running S.40°W., 30 ft. at which pt. it intersecfts
improvement No.5, a vertical shaft.

Value, :,600.00
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No.5 A vertical shaft, untiuabered, rthe Ii. cor. of which bears
S.71°30'W., 825 ft. dist. fron cor. 0.l of the arrot
No.l lode; 5x6 ft. in size, 75+ft. deep.

Value, .4,000.00

No.l The discovery cut of ‘the Barlot No.4 lode is on tﬁe lode

line 165 ft. from a pt. on line .1-2, 300 ft. from cor.

go .l; 5 ft. wide, running N.30°W., 10 ft. to a TOERG
ace.

Value, +150.00

No.l The -discowery pt. of the Parrot ilo.5 lode is on the lode
line, ZSlft. from a pt. on line 1-2, 300 ft. from
cor. No.l.

Value, None

No.2 | A pit, the NE. cor. of which bears S. 28° E E., 295 fte
dlst., from cor. No. 1 of the Parrot No. 5 lode;
k x 6 ft. in size, 8 ft. deep.

-« Value, $225.00

No.l The discovery pt. of.the Parrot.Numbef iO lode is on the
NE. end of "the lode line, 274.30 ft. from cor. No.l.

Value, “lone

No.2 | A cut, the SE. cor. of which bears S.45E., 90.0ft. from
cor. o.l of the Parrot Number 10 lode; 4 ft. wide,
running N.30°W., 8 ft. to a 10 ft. face.

Value, $100.00

0.3 A cut, the SE. cor. of which bears‘S.64°E., IL50f€ , difst
from cor. No.4 of the Parrot Number 10 lode; 4 ft.
wide, running N.60°W., 12 ft. to a 7 ft. face.

Value, »125.00

No. 1l The discovery pt. of the Parrot Number 11 lode is on the
W. end of the lode line, 277 ft. from cor. No.3.

.

Value, lone
No.2| A cubt, the NE. cor. of which bears S.12°W., 350 ft. dist.
from cor. No.l of the Parrot.Number 11 lode; 5 ft. widg,
runningesS 4 5°E., 13 .ft. to a 3%¥E. ‘faces !
Value, $80.00
No.3| A cut the NE. cor. of which bears 5.6°30'W., 315 ft. didt,
from cor. No.l of the Parrot Number 11 lode; 4 ft.
wide, running S.65°E., 6 ft. to a 5 ft. face.

Value, $80.00

U. 8. GOVERNMENTY PRINTING OFFICE  10—28520-3
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No.l The discovery cut of the Parrot. Number 12 lode is on the

lode line, 100 ft. from a pt. on line 3-4, 112.78 ft.
from cor. No.3; 4 ft. wide, running S.55°W., 10 ft. to
an 8 ft. face.

Value, $125.00

No.l The discovery cut of the Parrot No.l3 lode is on the lode
line, 100 ft. from a pt. on line 3-4, 300 ft. from corf
No.3; 5 ft. wide, running N.60°W., 7 ft. to an 8 ft.
face.

Value, $115.00

No.1l The discovery pt.. of the Parrot Number 15 lode is on the
lode line, 380 ft. from a pt. on line 3-4L, 299.43 ft.
from cor. lo.3.

Value, None

No.2 A cut, the NW. cor. of which bears N.80°E., 450 ft. from
cor. No.4 of the Parrot Number 15 lode; 4 ft. wide,
running 11.56°E., 8 ft. to an 8 ft. face.

Value, $125.00

No.l The discovery cut of the Parrot. Number 16 lode is on the
lode line, 200 ft. from a pt. on line 1-2, 300 ft.
from cor. No.l; 5x7 ft. in size, 5 ft. deep.

Value, $125.00 :

No.l The discovery pt. of the Parrot Nuﬁber 17 lode is on the
lode line, 125 ft. from a pt. on line 3-4, 300 ft.
from!cor. No.3.

-

Value, lone.

No«2 A cut, the SE. cor. of which bears N.29°W., 290 ft. dist.
from cor. No.3 of the Parrot Number 17 lode; 5 ft. wide
running 1.20°E., 8 ft. to a 12 ft. face.

Value 175.00

No.l The discovery pt. of the Parrot Number 18 lode is on the
lode line 90 ft. from a pt. on line 1-2, 300 ft. from
cor. io.l.

Value, None

No.2 A cut, the I'E. cor. of which bears. B2 0 e, T1290F T8
dist. from cor. No.l of the Parrot Number 18 lode;

6 ft. wide, running S.25°E., 10 ft. to a 18 ft. face.

e Jalue ) ‘,;’1.75 ° OO

No.3 A cut, the NE. cor., of which bears 5.42%95., 275 "t. dist,
from cor. lo.l of the Parrot Number 1: lode; 5 ft. wige,
running 5.8°W., 12 ft. to a 10 ft. face.

Value, +175.00

U. 5. GOVERNMENT ‘PRINTING OFFICE 16—28520-2
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No..L A pit, the NE.- cor. of which bears 2.38°30! 3, L6558E .
dist. from cor. llo.l of the Parrot Number 1 lode;
5x7 ft. in size, 2..ft. deep.
Value, $50.00
No.l The discovery pt. of the Parrot lumber 19 lode is on the
lode line 200 ft. from a pt. on line 1-2, 300 ft.
from cor. No.l.
; Vaiue, None
No.2 A cut, the NE. cor. of which bears S.2°W., 170 ft. dist.
from cor. No.l of the Parrot Number 19 lode; 4 ft.
wide running west, 10 ft.. to a 9 ft. face.
Value, $150.00
No.l The discovery pt. of the Parrot Number 22 lode is on the
lode line, 125 ft. from a pt. on line 3-4, 300 ft. from
cor. No.3. ! .
Value, None
No.2 A cut, the NE. cor. of which bears S.69°30'E., 4,05 ft.
dist. from cor. No.L of the Parrot Number 22 lode;
L fts wide,  running S.25°W.:, -7 ft. to, a=10 fit. face.
Value, ©125.00
No.3 A cut, the NE. cor. of which bears S.61°E., 325 ft. from
cor. No.l of the Parrot Number 22 lode; 8 ft. wide,
running west, 10 ft. to a 12 ft. face.
Value, $175:C0
Noel The. discovery pt. of the Farrot Number 23 lode is on the
lode line, 450 ft. from a pt. on line 1-2, 283.20 f%t.
from cory: No.l ;
Value, lione
No.2 A cut, the NE. cor. of which bears 5.48°{., 620 ft. dist.
from cor. llo.l of the Parrot Number 23 lode; 6 ft.
wide, running west, 8 ft.. to a 9 ft. face.
Valuve, .150.00
No.1 The discovery pt. of the Parrot No.2. lode is on the lode
line 200 ft. from a pt. on line 3-4, 300 ft. from
GO Clrar
Value,  None
No.2 A cut, the NW, cor. of which bears N. 89° 30! Bos, 365 it
dist. from cor. No.,4 of the Parrot No. 24 lode; 4 ft.
wide, running S.. 30 E., 8/ft. to'a 10-ft. face,
Value, $200,00
No.1l The discovery pt. of the Parrot No.25 lode is on the
lode line, 200 ft. from a pt. on line 1l-2, 300 ft.
from cor. No.l.
Value, lone

U, 6. GOVERNMENT PRINTING OFFICE  16—28520-2
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No.2 A cut, the SE. cor. of which bears N.72°W, 120 ft..dist.
from cor. No.2 of the Parrot No.25. lode; 5 ft. wide
running N.60°W., 12 ft. to a 10 ft. face.

Value, 175.00
No.3 A pit;, the NE. cor. of which bears Su75%30WW., 1275 ft.
dist. from cor. No.2 of the Parrot No.25 lode; 4x7 ft.
in size, 4 ft. average depth.

' . Value, $100.00

No.h | A cut, the KE. cor. Of which bears S.62°W., 420 ft. dist.
from cor. No.2 of the Parrot No. 25 lode; 4 ft. wide,
running west, 18 ft. to an 8 ft. face.

Value, $200.00 .
No.5 A cut, the NE. cor. of which bears S.48°7.,, 880 ft. dist.
from cor. No.2 of the Farrot lo. 25 lode; 4 ft. wide,
running S.60°E., 10 ft. to a 3 ft. face.

Value, .100.00

No.l The discovery pt. of the Farrot No.26 lode is on the NE
end line, 300 ft. from cor. No. 1.

Value, llone
No.2 A cut, the NE. cor. of which bears S.29°W., 170 ft. from
cor. llo.1 of the Parrot No.26 lode; L ft. wide, running
N.80°W., 8 ft. to a 6 ft. face.

Value, 100.00

No.1l The discovery pt. of the ‘arrot l'o.27 lode ds on the Sw,
end of the lode line, 300 ft. from cor. No.3.

Value, None,

No.2 A cut, the SW. cor. of which bears S. 62°5., 320 ft. from
cor. No.L4 of the Parrot No.27 lode; 5 ft. wide, running
S.20°E.,1 20 ft. to a 10 ft. Faces

Value, 200.00

No.3 An adit, the portal of which bears 1'.84°30'E., 340 ft.
dist. from cor. No.4 of the Parrot No.27 lode; 6 ft.
high, 5 ft. wide at the portal, running S Ie IR Y EGTE i
to a 12 ft. width.

. Value, 350.00
No.L A cut, the NE. cor. of which'bearé S«73°W., 230 ft. from
cor. No.2 of the Parrot No.27 lode; 5 ft. wide, run-
ning N.60°W., 10 ft. to a 5 ft. face.

Value, $150.00

No.1l The discovery pt. of the Parrot No.28 lode is on the lode
line 560 ft. from a pt. on line 4-1, 300 ft. from cor.
No.L.

Value, lone

Us 5. GOVERNMENT -PRINTING OFFICE 16—328520-2
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No.2 A cut, the SW. cor. of which bears N.63°30'E., 350 ft.
dist. from cor. No.l of the ‘arrot 1'0.28 lode; 4 ft.
wide, running. North, '8 ft. to. an 8 ft.. face.

Value, 1$150.00
An interest in a common improvement described as fellows:

An adit, the portal of which bears S.24°30'W., 505 ft.
dist. from cor. No.l of the Parrot No.2 lode; L4x6 ft.
in size, running S.35°W., 50+ft.

Value, $1,500.00

Value of one-third interest,
+500.00

This improvement may be used to assist in the eventual
development of the Parrot Nos. 1,2&3 lodes of this. sur-
vey, which are all contiguous lode claims owned in common
within the range of benefit. of said adit.

The surface rises rapidly to the southwest from the
portal of the adit and the extension in its present Cnur§e,
with necessary laterals and cross-cuts affords the most
practical and economical means of developin® each of the
stated lodes at depti.

Five hundred dollars or over has been expended in th's
improvement in such a manner as tenls to the develorment
of each of the stated lodes subsequent to its location
and to the time since which common ownership and contiguilty
have prevailed; therefore, an undivided one-third interesdt
in its value ‘is hereby credited to. the Rarrot Nos. 1,2&3

odes.

No portion of or interest in this improvement has been ~
credited heretofore as patent expenditure toc any lode
claim. :

An interest in a common improvement described as follows:

An adit, the portal 'of which ‘bears S.84°30'W., 515 ft.
dists from cor. No.l of the Parrot No.l lode; 5x6 ft.
in size, running N.35°E., 25 ft.. to a winze, 6x7 ft.
in size, 50+ft. deep.

Value of adit and winze, $3,500.00
Value of one-fourth interest, 875.00

This improvement may be used to assist in the eventual
development of the parrot Noss 1&13 of this survey and
Parrot Nos. 6&8, unsurveyed, which are all contiguous !
lodes owned in common within the range of benefit of
said adit and winze. ‘ : X .

The surface rises rapidly to the northeast from the
portal of the adit and the extension in its present courge,
with necessary laterals and cross-cuts affords the most
practical and economical means of developing each of the
stated lodes at depth.
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.is hereby credited to the Parrot Nos. 1,6,8%13 lodes.

Five hundred dollars or over has been expended in such
a manner as tends to the development of each of the state
lodes subsequent to its location and to the time since
which. common ownership and contiguity have prevailed;
therefore an undivided one-fourth interest in its value

No portion of-or interest in this improvement has been
credited. heretofore as patent expenditure to any lode
claim. A - .

An interest in.a common improvement described as follows;

from cor. lio.l of the Parrot No.l lode; 4x6 ft. in si
running approximately ®.75°W., 500 ft.

* Value of dit, $10,000.00
Value of one-sixth.interest, '1,666.66

This improvement.may be used to.assist in: the eventual

evelopment of the Parrot Nos. 1,4&13 and Parrot Numbers
15 and 16 lodes of ‘this survey =nd "arrot No.lk, unsur®
veyed, which are all contiguous lodes owned in common
within the range of benefit of said.adit.

The surface rises rapiily to the southwest: from the
portal of the adit and the extension in its present cours
with necess:ry laterals and cross-cuts affords the most
practical -and economical means of developing each of the
stated lodes at denti. ¥

Five hundred dollars or over has been expended in such
a manner as tends to the development of each of the state
lodes subseauent to its loc:tion and to the time since
which common ownership and contiguity have prevailed;
therefore an.undivided one=sixth interest in its value
is hereby credited to the Parrot Nos, 1,4,13&1, lodes and
the Larrot-Numbers 15&16 lodes. ;

. No portion of or interest in f{his improyenent has
been credited heretofgre-as patent expenpditure to any
lode location.

\n interest in a common improvement described as follows:

An unimproved dirt foad traversing nearly all claims of
this survey and providing vehicular acc-ss to an ex-
tremely rugred terrain.

Value of roads constructed, 16,000.00
Value apportioned,to eagch claim of this
survey, $500.00 each.

THER TVPROVIIVENT

\ frame cabin, the SE. cor. of which bears: S.89°30'W.,
675, ft« dist. from cor. 'o.l of the Parrot No.l lode;
13x34 ft. in. size; the lonz sides becar o L5°W,

Claimant herein.

.An adit, the portal of :‘which bears S$.57°30'W., 590 ft. |dipt

W
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OTHER CORNER DESCRIPTIONS
AND SUPPLEMENTAL DATA

Sur. No. 422LA Belfast lode: Cor. No.4 is a granite
stone 10x12 ins. in size, 18 ins above ground mkd. Bl
L22LA. No "K", [Line 4~l1 is shown as approved. Line 3=l
is shown as approved from Cor. No.3 to cor. No.l of the
Governor No.2 lode of the same survey. From cor. No.l of
the Governor No.2 lode to cor. No.,4 of the Belfast lode
was found to be N.51°12'20"E,, 386.69 ft. instead of N.
51°05'E., 360.0 ft. as approved.

Sur. No. 4224A Governor No.2 lode: .Cor. No.l is a
stone 6x8 ins. in size, 8 ins. above ground and a mound
of stones. All markings undiscernible except "X" mark on
top. Cor. No.3 identical with cor. No.4 of the Governor
lode of the same survey is a dacite rock, 5x8 ins. in
size, 10 ins. above ground, mkd. G2 2 L224A and a mound
of stones. No marking for G4. Cor. No.4 was not found.
Line L-1 is shown as approved. Line 2-3, common with line
=1 of the Governor lode of the same survey is shown as
approved. Line 3-4 was found to be N.51°21'50"E., 799.02
instead of N.51°05'E., 819.2 ft. as approved.

Sur. No. 422LA Governor lode: Cor. No.4 identical with
cor. No.3 of the Governor No.2 lode of the same survey
described above. Line 4=l common with line 2-3 of the
Governor No.2 lode of the same survey described above.
Line 3-4, in part common with line 2-3, Sur. No. L2L5A,
Gold Standard No.ls lode, is shown as approved from cor.
No.3 to cor. No.2 of the Gold Standard No.l4 lode. From
cor. No.2 of the Gold Standard No.lh to cor. No.4 was
found to be N.60°45'50"E., 270.07 ft. instead of N.51°05!?
E., 237.7 ft. as approved. ;

Sur. No.42L4L5A Gold Standard No.li lode: Cor. No.l was
not founds However a mound of stones and a bearing rock,
4,8x77 ins. in size, 34 ins. above ground was found mkd.
BRL. Cor. No.2 is a gabbro ledge, 23x48 ins. in size,

63 ins. above ground mkd. with an "X". No other markings
discernible. Line 1-2 was found-to be S.,L0°12'35"E,,
495.50 ft. instead of S.38°50'E., 600 ft. as approved.
Line 2-3, common with line 3-4, Sur. No. 4224A, Governor
lode, is shown as approved. Line 4-1, in part common with
line 2-3, Sur. No. L4245A, Gold Standard No.1l8 lode, is
shown as approved from cor. No..4 to cor. No.2 of the Gold
Standard No.l8 lode. From Cor. No.2 of the Gold Standard
18 lode to cor. No.l of the Gold Standard No.l, lode was
found to be N.64°26'20%"E., 305.65 ft. instead of N.51°05!
E., 360.10 ft. as approved.

Sur. No.42L45A Gold Standard No. 18 lode: Cor. No.l was
not found. However a mound of stones and a bearing rock,
L1x5L ins. in size, 38 ins. above ground, mkd. BR X was
found. Cor. No.2 is a 20x30 in. ledge on a rock outcrop
mkd. "X" and a mound of stones. No other marks discern-
ible. Cor. No.4 identical with cor. No.2 of the Greenlee
No.8 lode of the same survey was not found. However, a
bearing rock was found, 25x70 ins. in size, 38 ins. above
ground, mkd. BR X and a mound of stones. Line 1-2 was
found to be S.42°39!'10"E., 604.38 ft. instead of S.38°50!
E., 600 ft. as approved. Line 2=3, common with line 4-1
of the Gold Standard No.l4 lode of the same survey is
shown as approved. Line 3-4, common with line 2-3 of the
Greenlee No.8 lode of the same survey, is shown as approve
Line 4-1 was found to be N.51°22'30"E., 883.11 ft. instead
of N.51°05t'E., 912.20 ft. as approved.

de
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Sur. No.42454 Greenlee No.8 lode: Cor. No.2, identicgl
with cor. No.4 of the Gold Standard No.l8 lode of the
same survey described above. Line 2-3, common with line
3-, of the Gold Standard No.l18 lode, is shown as approved
Line 1-2, in part common with line 3-4 of the Gold
Standard No.7 lode of the same survey, from cor. No.3 of
the Gold Standard No.7 lode to cor. Ilo.2 was found to be
N.,41°36'10"E,, 915.56 ft. instead of N.4L4®33'E., 903.50
ft. as approved.

Sur. No.4245A Gold Standard No.7 lode: Cor, No.2 is
a stone, 8x12 ins. in size, 14 ins. above ground, mkd.

l @S 7 X. No other markings discernible. Cor. No.3 is a
- rock 6xlL ft. in size 4 It. above ground, mkd. GS 7 3 L.
No other markings discernible. Line 1-2 is shown as
approved. Line 2-3 was found to be S.53°521L0"E.

! 1423.99 ft. instead of $.55°06'E., 1334.0 ft. as approyved
Sur. No..4245A Gold Standard No.l6 lode: Cor. No.k
was not found. However its position was established in

relation to cor. lo.k, Sur. No.h;82, Expectation No.l5

; lode. Cor. No.l, identical with cor. No..L of the Gold
Stondard No.& lode of the same survey was not found.
Line 3-4 is shown as aporoved for Sur. No.4482. Line L-1
; is shown as approved. Line 1-2, common with line 3-4 of
' the CGold Standard No.8 lode, is shown as approved.

Sur. No.42454 Gold Standard No.8 lode: Cor. No.k,
identical with cor. Ho.l of the Gold Standard No.l6 lode
of the same survey described above. Line 3-4, common
with line 1-2 of the Gold Standard No.l6 lode, is showh
as approved. Line 4-1 is shown as approved.

Survey No.L4482 Expectation No.l5 lode: Cor. No.4 1is
a copper coated pin, firmly set flush with the ground
level, properly mkd. as described in the official record}
Lines 3-4 and 4-1 are shown as approved.

Survey No. 947 Merrimac lode: No evidence of the
corners of this survey were found. All lines shown
i as approved. |

U.S. Mineral Monument No. 1 is a wood post, Lxl
ins., in size, 3 ft. above ground set in a larg? mound
of stones. No visible marking.

FIELD ASSISTANTS

Name Capacity
Richard Cleveland Chainman-Axeman
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romm et ¢, UNITED STATES
DEFPARTMENT OF THE INTERIOR 41
BUREAU OF LAND MANAGEMENT

CERTIFICATE OF SURVEYOR

AT . 22 9 19 6""

1, _Harvey W. Smith

Mineral Surveyor, hereby certify upon honor that in pursuance of an order received from the

State Director ,at —_Phoenix, Arizona

dated _Mar. 25, 1963 & Aug. 20, 1963 I have faithfully and correctly executed the survey of

the mining claim of Bannper Mining Company

known as the __(see reverse side)

(Lode, placer, or mill site)
situate in __Greenlee Mining District, Greenlee County, Secs. 25,26.30,31 35836,

T. 3S. ,R8._ 29 & 30E. G & SR Meridian, ... Arizona , and
(State)
designated as Survey No. 1,608 , which is represented in the foregoing field notes as having been

executed by me and under my direction, and that said survey has been made in strict conformity with said order,
the Manual of Instructions for the Survey of the Public Lands of the United States, and in the specific manner
described in the foregoing field notes, and I do further certify that the labor expended and improvements made

upon or for the benefit of the .Lode location(s) embraced in the said mining claim by
(Lode or placer)

claimant(s) or __their grantors are fully stated in my report therein, and that the character,

extent, location, and itemized value thereof are specified therein with particularity and full detail, and that no

portion of, or interest in, said labor and improvements so credited to this claim has been included in the estimate

of expenditures upon any other claim. %
Zayec /2 Z;/

Scottsdale, Arizona Harvev Smith

(Place) (Mineral Surveyor)

CERTIFICATE OF APPROVAL

Bureau of TLand Management, State Office

{Office)
__Phoenix, Arizona . November 12 1963 .
(Place) (Date)
The foregoing field notes of mineral survey No, _4608 , in _Greenlee Mining District,
Secs. 25,26,35 & 36 3 s. 29 E.
Secs. 30 & 31 ~ 1k 3 S. RY 30 E. , — G- & S, R. Meridian,
. Arizoma __________ executedby. . _Harvey W, Smith , Mineral Surveyor,
(State) March 25, 1963 and

under order dated ___Amended August 20, 1963 , having been critically examined and the necessary

corrections made prior to their certification by the surveyor, :h;(eld notes and the survey therein described

are hereby approved. \j M

= Freck\IJ Weiler

State Director
(Title)

CERTIFICATE OF TRANSCRIPT

I CERTIFY that the foregoing transcript of field notes of the above described mineral survey No.....
is a true copy of the original field notes.

(Title)

GPO 944397
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Nos. 3 & 4

No. 5

Numbers 10 thru 12
No. 13
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UNITED STATES DEPARTMENT OF THE INTERIOR 9605 (942)
BUREAU OF LAND MANAGEMENT M.S. 4608
ARIZONA STATE OFFICE

NOTICE OF CANCELLATION OF MINERAL SURVEY

The PARROT NO. 3, PARROT NO. 13, PARROT NUMBER 22, PARROT NO. 24,
PARROT NO. 25, PARROT NO. 26, PARROT NO. 27, and PARROT NO. 28
lodes, Mineral Survey No. 4608, located in Township 3 South, Range
29 East, Gila and Salt River Meridian, Arizona, are hereby
canceled.

These claims have not been filed with the Arizona State Office,
Bureau of Land Management, in accordance with Section 314, 90 STAT.
2769, (43 U.S.C. 1744).

This cancellation was necessitated to clear the record.

The Mineral Survey Plat should be noted as follows:

"PARROT NO. 3, PARROT NO. 13, PARROT NUMBER 22, PARROT NO. 24,
PARROT NO. 25, PARROT NO. 26, PARROT NO. 27, and PARROT NO. 28

lodes, M.S. 4608 were canceled November 10, 1993, by memo 9605
(942) M.S. 4608, which is now a part of the original field notes."

November 10, 1993 45 %

Date Chief Cadastral Surveyor of Arizona
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